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ABSTRACT 
The objective of this research is to develop advanced control methods to attenuate 
laser beam jitter using a fast-steering mirror. Adaptive filter controllers using Filtered-X 
Least Mean Square (FX-LMS) and Filtered-X Recursive Least Square (FX-RLS) 
algorithms are explored. The disturbances that cause beam jitter include mechanical 
vibrations on the optical platform (narrowband) and atmospheric turbulence (broadband). 
Both feedforward filters (with the use of auxiliary reference sensor(s)) and feedback 
filters (with only output feedback) are investigated. Hybrid adaptive filters, which are a 
combination of feedback and feedforward, are also examined. For situations when 
obtaining a coherent feedforward reference signal is not possible, methods for 
incorporating multiple semi-coherent reference signals into the control law are developed. 
The controllers are tested on a jitter control testbed to prove their functionality for beam 
pointing at static and dynamic targets. The testbed is equipped with shakers mounted to 
the optical platform and a disturbance fast-steering mirror to simulate the effects of 
atmospheric propagation. Experimental results showed that the developed control laws 
(multiple reference feedforward, feedback and hybrid) had superior performance to the 
fully coherent reference feedforward adaptive filter.  
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EXECUTIVE SUMMARY 
The objective of this research is to develop advanced control methods to attenuate 
laser beam jitter using a fast-steering mirror. The intent is to point an optical beam 
accurately at a target in the presence of jitter. The disturbances that cause beam jitter can 
be time-varying and include mechanical vibrations on the optical platform as well as jitter 
induced by propagation through a turbulent atmosphere. Mechanical vibrations caused by 
rotary or repetitive devices (engines, actuators, electric motors, etc) onboard the optics 
platform cause narrowband jitter. Jitter caused by atmospheric propagation is spread over 
a wide range of frequencies causing broadband jitter. Methods for attenuating these 
disturbances must be developed in order to allow high precision optical devices to 
operate. 
In order to study improved techniques for jitter control, the Jitter Control Testbed 
was developed at Naval Postgraduate School. Optical components are mounted on a 
floating platform used to simulate a spacecraft/aircraft’s vibrational environment. 
Multiple shakers are mounted on the platform to create narrowband vibrations along 
different axes of the platform and a 3-axis accelerometer provides signals correlated with 
the shaker disturbances. A fast-steering mirror is also mounted on the platform and 
attempts to cancel out the beam jitter. 
Adaptive control techniques have shown the greatest potential over linear time-
invariant controllers. The characteristics of atmospheric turbulence and optical payloads 
can change and thus fixed-parameter control algorithms cannot effectively attenuate this 
time-varying jitter. In this thesis, adaptive filter controllers using Filtered-X Least Mean 
Square (FX-LMS) and Filtered-X Recursive Least Square (FX-RLS) algorithms are 
investigated with various application scenarios. Both feedforward filters (with the use of 
auxiliary reference sensor(s)) and feedback filters (with only output feedback) are 
examined.  
The feedfoward control method requires a reference signal that is highly 
correlated with the disturbances. Obtaining such a signal is often not possible in practice, 
 xvi
however, other signals may be available that are correlated with only portions of the total 
beam jitter. Methods for incorporating multiple semi-coherent reference signals into the 
feedforward control law are developed. Feedback techniques, which do not require a 
reference signal, and hybrid adaptive filters, which combine the feedforward and 
feedback methods, are also examined. 
The controllers are tested on the Jitter Control Testbed to prove their functionality 
for beam pointing at static and dynamic targets. Experimental results showed that the 
multiple reference signal feedforward controller preformed as well as or better than the 
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Optical beam jitter control has become a topic of great interest with applications 
in directed energy weapons, free-space laser communications and adaptive optics. The 
objective of this research is to point a laser beam accurately at a target in the presence of 
jitter. Optical beam jitter is defined as rotational motion (pitch and yaw) of an optical 
beam away from line of sight. It is generally an angular quantity (measured in radians), 
but the errors are manifested when the beam strikes some two-dimensional surface, such 
as a CCD array, and is then measured as a distance or number of pixels [1]. 
The disturbances that cause beam jitter can be time-varying and include 
mechanical vibrations on the optical platform as well as jitter induced by propagation 
through a turbulent atmosphere. Mechanical vibrations caused by rotary or repetitive 
devices (engines, actuators, electric motors, etc) onboard the optics platform cause 
narrowband jitter. Jitter caused by atmospheric propagation is spread over a wide range 
of frequencies causing broadband jitter. Methods for attenuating these disturbances must 
be developed in order to allow high precision optical devices to operate. 
The primary tools used for controlling the optical beam are a fast-steering mirror 
and beam position sensors. The sensors feed information to a control computer that in 
turn commands the steering mirror to tip and tilt to remove the jitter from the beam. Due 
to the complex nature of the disturbances, advanced control techniques are essential. 
These control techniques, specifically adaptive filter methods, are the focus of this thesis.  
Many methods to control optical beam jitter using a fast-steering mirror have been 
proposed in the literature. Classical feedback control techniques such as proportional-
integral-derivative (PID) control and linear-quadratic-Gaussian (LQG) control have 
difficulty handling the time-varying nature of the disturbances [2]-[4]. The gains of linear 
time-invariant controllers can only be tuned to specific disturbance characteristics. 
 2
Adaptive control techniques, specifically adaptive filters, have shown the greatest 
potential for controlling optical beam jitter. Professor Gibson and his research team at 
UCLA have published several papers on beam jitter control using a feedback 
multichannel recursive-least-squares (RLS) lattice filter algorithm [5] - [11]. McEver et al. 
proposed adaptive feedback control using the Q-parameterization method [12].  
Feedforward adaptive filter control methods have been the main focus of study at 
Naval Postgraduate School (NPS) [2], [3], [4] and [13]. This technique may be used 
when a reference signal, which is correlated with the disturbance(s), is available. Watkins 
and Agrawal proposed a Filtered-X Least Mean Square (FX-LMS) adaptive feedforward 
controller [2], [3]. Yoon et al. proposed a Filtered-X Recursive Least Square (FX-RLS) 
controller with an integrated bias estimator for canceling time-varying optical beam jitter 
[13]. Outside of NPS, this technique has also been studied by Anderson et al. at CSA 
Engineering [1]. 
While feedforward adaptive control has shown great promise, it has one major 
disadvantage in that it requires a reference signal. The reference signal must be highly 
correlated (coherent) with the disturbance(s) and is fed forward to the controller [14]. An 
auxiliary reference sensor measures the disturbance and provides the reference signal. In 
many real-life applications, it is not possible to obtain a single reference signal that is 
correlated with the entire frequency content of the disturbance(s).  
In this thesis, we develop adaptive filter methods that do not require a single fully 
coherent reference signal. First, feedforward techniques are developed that fuse together 
information from multiple semi-coherent reference signals. In these situations, reference 
signals are available that are only correlated with some component of the total 
disturbance. We also develop feedback adaptive filter methods that do not require any 
reference signal and hybrid feedback/feedforward techniques that combine both methods. 
These modifications give the adaptive filter control technique more functionality in 
applications where a single coherent reference signal (and corresponding sensor) is not 
available.  
 3
The developed control techniques are tested on a jitter control testbed to prove 
their functionality for beam pointing at static and dynamic targets. The results are 
compared with those from [2], [3], [4] and [13], where feedforward adaptive filter 
techniques were studied using a single fully coherent reference signal. 
B. THESIS OVERVIEW 
Chapter II describes the set-up on the Jitter Control Testbed at Naval Postgraduate 
School. 
Chapter III summarizes the topic of active noise control and its application for 
optical beam jitter control. 
Chapter IV provides a review of adaptive filter theory including the Wiener filter, 
FX-LMS and FX-RLS algorithms. In addition, the multiple reference signal feedforward, 
feedback and hybrids method are presented. 
Chapter V briefly explains system identification and the methods used to obtain 
the plant model on the JCT. 
Chapter VI describes the disturbance sources on the jitter control testbed in detail 
and summarizes a study on the degree of correlation between the various disturbance 
sources and the individual reference sensors. 
Chapter VII provides the results of the jitter rejection experiments where the 
developed control techniques are tested and compared. 
Chapter VIII demonstrates the use of adaptive filter algorithms for dynamic target 
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II. EXPERIMENTAL SETUP 
The Jitter Control Testbed (JCT) at the Spacecraft Research and Design Center 
(SRDC), at Naval Postgraduate School, Monterey, CA was used for this research. The 
testbed contains a laser source, 3-axis accelerometer, beam splitter, two inertial actuators 
(shakers), two position sensing detectors (PSD, referred to as OT-1 and OT-2) and two 
fast-steering mirrors, a control fast-steering mirror (CFSM) and a disturbance fast-
steering mirror (DFSM). These components are mounted on a floating platform that is 
used to simulate a spacecraft/aircraft’s vibrational environment. Two shakers are 
mounted orthogonally to one another to create vibrations along different axes of the 
platform. A 3-axis accelerometer is mounted near the shakers to provide signals 
correlated with the shaker disturbances. 
A. JITTER CONTROL TESTBED OVERVIEW 
A 5 mW He-Ne laser on JCT propagates from the source to the DFSM where both 
axes are given a band-limited broadband disturbance (0-200 Hz) to simulate the effects of 
atmospheric turbulence. The beam passes onto the vibration platform and to the CFSM 
where control inputs are applied to the beam from the control computer. The beam then 
propagates to the target PSD (OT-2) that is providing an error signal (the difference 
between the desired beam location and the actual location) to the control computer. The 
goal is to point the beam accurately at the target sensor in the presence of the 
disturbances. In order to simulate various beam control scenarios, the target sensor (OT-
2) was mounted both on-board and off-board the vibration platform during the 
experiments. A beam splitter redirects the beam onto the reference signal PSD (OT-1). 
All of the optics on-board the vibration platform are subjected to the shaker disturbances. 
The beam position at the PSDs is reported in the Axis-1 and Axis-2 coordinate frame 


































Figure 1.   Experimental setup. 
The position sensor OT-1 is one of the feedforward reference sensors on the JCT. 
When OT-1 is mounted off the vibration platform, as in [2], [3], [4] and [13], it provides 
a fully coherent reference signal that is highly correlated with both the disturbances from 
the DFSM and the shakers. This configuration, however, may not reflect real 
spacecraft/aircraft applications. When OT-1 is mounted on the vibration platform and 
subjected to the shaker disturbance, it continues to provide a signal correlated with the 
DFSM disturbance but its correlation with the shaker disturbances is degraded. In this 
configuration, an additional reference sensor with shaker correlation (provided by the 
accelerometer) is necessary to carry out feedforward control. The degree of correlation 







Figure 2.   Jitter Control Testbed 
B. POSITION SENSING DETECTORS 
The position sensing detectors used for the experiments are On-Trak PSM2-10 
position sensing modules with OT-301 amplifiers. The 10 mm by 10 mm detectors are 
photodiodes that provide an analog output directly proportional to the beam centroid 
Axis-1 and Axis-2 positions. The amplifier output range is ±10 V corresponding to ± 5 
mm from the center of the detector. The amplifier has a noise level of 1 mV, and 
therefore, a minimum resolution of 0.5 μm. The frequency response of the sensor is 






Figure 3.   On-Trak Position Sensing Detector 
C. FAST-STEERING MIRRORS 
1. Control Mirror – Newport Fast-Steering Mirror 
The control mirror is a Newport FSM200 with a FSM-CD-100 controller box. 
The two inch diameter mirror is mounted on four voice coils that steer the mirror on two 
axes. An analog voltage input, in the range of ±10 V, commands the mirror to tip and tilt. 
The mirror has a control bandwidth of approximately 800 Hz and a throw of ±26.2 
milliradians. The controller box allows both open-loop and closed-loop control of the 
mirror and also outputs the mirror position. For these experiments, the mirror was used in 
the internal closed-loop mode and the mirror position information was not utilized. The 
mirror is suspended by very weak springs to minimize the necessary current to move the 
mirror. As a result, the internal closed-loop controller is necessary to stabilize the mirror 




Figure 4.   Newport Control Fast-Steering Mirror 
2. Disturbance Mirror – Baker Fast-Steering  
The disturbance mirror is a Baker “Light Force One” fast-steering mirror. The one 
inch diameter mirror is suspended by stiffer springs than the Newport mirror and operates 










Figure 5.   Baker Disturbance Fast-Steering Mirror 
 
D. INERTIAL ACTUATORS 
1. Shaker 1 – Aura Pro Bass Shaker 
Shaker 1 is an Aura AST-2B-4 Pro Bass Shaker. The intended use for this device 
is to provide extra thump for high-end audio entertainment systems. The shaker has a 
usable bandwidth of 20 to 80 Hz and a resonance frequency of 40 Hz. The shaker is 
mounted along the Z axis of the table and testing with the accelerometer showed that it 
created vibration primarily along the Z axis. The sinusoidal signals that drive both 
shakers are amplified by Kepco, model BOP 20-10M, amplifier/power supplies. 
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2. Shaker 2 – CSA Engineering Inertial Actuator 
Shaker 2 is a CSA, model SA-5, inertial actuator that can provide a force of 5 lbf 
in the bandwidth of 20 to 1000 Hz. The shaker has a resonance frequency of 
approximately 60 Hz. The intended use for this device is to be an actuator for active 
vibration control, a possible topic of future study on the JCT. The shaker has an 
electromagnetic circuit with a moving magnet that delivers the force along the cylindrical 
axis [3]. For this experiment the shaker was mounted horizontally to the platform in order 
to provide vibrations along the X and Y axes. Testing with the accelerometer showed that 




Figure 6.   Aura (Shaker 1) and CSA (Shaker 2) inertial actuators. 
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E. ACCELEROMETER 
A Kistler model 8690C10 3-axis accelerometer driven by a Kistler Piezotron 
Coupler, model 5124A, is used to measure the disturbance generated by the two shakers. 
The accelerometer outputs an analog ± 5 V signal for the X, Y and Z axes. The device 




Figure 7.   Kistler Accelerometer mounted on the vibration platform. 
F. VIBRATION ISOLATION PLATFORMS 
1. Newport Optical Table 
The jitter control testbed sits on a Newport RS4000 Breadboard optical table 
mounted on four Newport I-2000 vibration isolators. The table is used to provide a 
vibration free environment for the vibration platform to rest on. 
2. Newport Vibration Isolation Platform 
A Newport BenchTop, model BT-2436, vibration isolation platform is mounted 
on top of the optical bench. The two shakers, CFSM, on-board PSDs, turning mirrors and 
accelerometer are mounted on the platform which simulates an aircraft/spacecraft’s 
vibrational environment. This platform was originally designed to isolate the breadboard 
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from ground vibrations. In this experiment, the system is used in reverse, isolating the 
optical bench below from the shaker disturbances on the platform. The feasibility of this 
configuration was addressed by a previous researcher and found to be viable [3].  
G. COMPUTER CONTROL SYSTEM AND SOFTWARE 
Two computers are used on the testbed, a host PC and an xPC targetbox.  Control 
algorithms are created in the host PC using MATLAB, version R2007b, Simulink with 
Real-Time Workshop and xPC Target. The algorithms are compiled by the host PC and 
downloaded to the xPC targetbox to be run in real-time on the JCT. Data acquisition and 
control commands on the xPC targetbox (control computer) are executed at 2 kHz. 
The host PC is a Dell Precision 490 Workstation with dual-core 2.00 GHz Intel 
Xenon processor and 2.0 GB of RAM. The xPC targetbox is a Dell Precision 390 
Workstation with an Intel Xenon quad-core 2.66 GHz processor and 3.5 GB of RAM. 
The targetbox is configured with a Measurement Computing PCI-DAS1602/16 A/D input 
board and PCIM-DDA06/16 D/A output board. The input board allows eight 16-bit 
analog inputs and the output board has six 16-bit analog outputs. 
A signal flow diagram is shown in Figure 8. The host PC and targetbox 




































































III. ACTIVE-NOISE CONTROL 
The subject of Active Noise Control (ANC) was first developed in the field of 
acoustics and has only recently been adapted to optical beam control applications. In fact, 
most beam control systems still use classical control theory because its performance 
characteristics are well understood. Active noise control theory using adaptive filters is 
on the cutting edge of beam jitter control methods and can mainly be found today in 
research laboratories. On the contrary, with the advent of high speed digital signal 
processing, adaptive filter theory for controlling acoustic noise has matured over the past 
30 years with ongoing research. Active noise control has even found its way into many 
households in noise canceling headphones and Bluetooth headsets [14]. 
Active noise control is used when performance specifications cannot be met by 
purely passive techniques. Passive noise control techniques include silencers and noise 
barriers in acoustics or mass-spring-damper systems in vibration control. ANC works on 
the principle of superposition and produces an anti-noise signal to cancel the unwanted 
noise at the target or error sensor. ANC for acoustics applications uses a loud speaker as a 
control actuator. ANC can be applied to vibration control using an inertial actuator or 
optical beam control using a fast-steering mirror [14]. 
ANC is based on either feedforward control, where a coherent reference noise 
input is sensed before it propagates past the control actuator, or feedback control, where 
the active noise controller attempts to cancel the noise without the benefit of an 
“upstream” reference input [14]. In either case, an error sensor located at the target 
provides a signal that is the sum of the primary noise and the control input from the 
actuator. In acoustics, a microphone would be used as the error sensor while a position 
sensor (PSD) is used in beam control [14]. 
On the Jitter Control Testbed, the axes of the CFSM are uncoupled, and therefore, 




referred to as single channel. The analogous situation in acoustics is sound traveling in a 
one dimensional duct. This example is used to illustrate feedforward and feedback ANC 
in the following sections. 
A. FEEDFORWARD ANC 
In feedforward ANC, a reference sensor is placed upstream of the control actuator 
and error sensor to provide a reference signal correlated with the noise. In Figure 9, the 
ANC system directly uses the reference signal, r(t), to generate a command signal, y(t), 
for the canceling speaker. An adaptive filter in the ANC box attempts to minimize the 
residual noise at the target, e(t) [14]. For good noise rejection, the reference input must be 
both coherent and casual with the disturbance source, d(t) [14]. A coherent reference 
signal is one that contains the same frequency information as the disturbance and a casual 






Figure 9.   Feedforward ANC example. 
An issue that affects most ANC applications is that the control signal, y(t), cannot 
be directly added to the noise signal, d(t), to find the error signal. The control signal must 
first pass through the actuator (loud speaker or CFSM) before its effect reaches the error 
sensor. In ANC lingo, y(t) must first pass through the secondary plant dynamics of the 
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system before reaching the error sensor [14]. This fact has important implications in the 
analysis and design of the control system and will be addressed in Chapter IV. 
B. FEEDBACK ANC 
Feedback ANC does not have the reference sensor input, and therefore, must 
create control commands using only the error signal. The feedback methods employed in 
this thesis are developed in [14] and use an internally generated reference signal. This 
signal is created by summing the error signal, e(t), and the control signal, y(t). This 
technique (explained in more detail in Chapter IV) can be interpreted as using a linear 





Figure 10.   Feedback ANC example. 
C. ANC APPLIED TO OPTICAL BEAM CONTROL 
1. Broadband vs. Narrowband Disturbances 
There are two categories of noise that can exist in the environment, broadband 
and narrowband. Broadband noise is caused by totally random processes, such as beam 
propagation through turbulence, and therefore, distributes its energy evenly across the 
frequency band. Narrowband noise concentrates most of its energy at specific frequencies. 
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This noise is usually related to rotating or repetitive devices. Broadband noise is referred 
to as non-predictive noise because of its random nature. On the contrary, narrowband 
noise is predictive because of its periodicity. 
2. Causality Requirement 
In [14], Kuo states that for feedforward broadband (non-predictive) noise 
cancellation, the reference input must give a sufficiently advanced indication of the 
approaching noise (causality requirement). For the case of optical beam control, this 
requirement cannot be met. Unlike the acoustics analogy, optical beams travel at light 
speed and the broadband disturbance from the DFSM reaches both the reference sensor 
and error sensor at virtually the same time. This results in a total loss of causality in the 
reference signal. However, some broadband disturbance can still be controlled if the 
disturbance is slowly changing compared to the controller bandwidth [4]. This is the case 
for the experiments in this thesis. The broadband disturbance (DFSM) is band-limited 
white noise between 0 and 200 Hz while the controller operates at 2 kHz. 
3. Feedforward vs. Feedback ANC 
In the acoustics field, feedback ANC has limitations because it does not use a 
reference signal to sample the disturbance before it impacts the error sensor. Without a 
reference sensor, Kuo refers to the feedback method as a narrowband (predictive) noise 
controller only [14]. However, we have just discovered that all ANC methods applied to 
optical beam control cannot meet the causality requirement. Therefore, we are limited to 
controlling only predictive noise and low frequency (relative to the control bandwidth) 
non-predictive noise. This fact brings to question the utility of the reference sensor. If the 
reference sensor cannot provide an advanced indication of approaching noise, then what 
good does it do? 
In feedforward control, the disturbance is directly measured with a reference 




ANC, the superior method is the one that can produce the superior reference signal, i.e., 
the reference signal that is most correlated with the noise source. This, however, can be 
determined by experiment only. 
Kuo also states that the feedforward method is generally more stable and robust 
than the feedback method [14]. These are other factors that weigh in on the superiority of 
either method, and also must be observed by experiment. 
4. Reference Signals 
A single reference feedforward adaptive filter requires a reference signal 
correlated with all disturbances. In [1], Anderson et al. demonstrate feedforward jitter 
control using the signal directly from the disturbance signal generator as a reference. By 
using such a signal, they are guaranteed that it is fully coherent. Such a set-up would 
obviously not work in practice because real disturbances are not created by signal 
generators.  
On the Jitter Control Testbed, an off-board PSD (OT-1) can provide a reference 
signal that is correlated with both the broadband DFSM and narrowband shaker 
disturbances. The experiments on the jitter control testbed from [2], [3], [4] and [13] used 
such a signal.  
For the experiments in this thesis, OT-1 is mounted on-board the vibration 
platform and only provides a signal correlated with the DFSM disturbance. In order to 
effectively do feedforward ANC, we additionally employ an accelerometer reference 
sensor. This second reference signal is correlated with the shaker disturbances. Methods 













IV. ADAPTIVE FILTER CONTROLLERS 
Now that a basic overview of ANC techniques has been presented, it is possible to 
further discuss the control laws employed inside the ANC box from Figures 9 and 10. 
Prior research on the JCT demonstrated the superiority of adaptive controllers, 
particularly adaptive filters, when compared to classical linear time-invariant control laws 
[2], [3], [4], [13]. This thesis aims to further develop adaptive filter techniques so that 
they are more practical to implement in real-life beam control applications. 
A. REVIEW OF DISCRETE-TIME CONTROL SYSTEMS 
Discrete-time control systems are those that input and output non-continuous 
(sampled) values. For advanced control techniques, discrete (digital) controllers are 
preferred over continuous-time (analog) because they are easier to implement on modern 
digital signal processing devices. While fundamentally equivalent, there are several key 
differences between the two methods. 
A continuous-time signal (or function) may always be represented by a sequence 
of samples that are derived by observing the signal at uniformly spaced intervals, tΔ . We 
may thus represent a continuous-time signal x(t) by the sequence x(n), where n = 0, ± tΔ , 
±2 tΔ … [15]. For example, the function: x(t) = sin(t), sampled at time intervals of 
2sT
π= , becomes: x(n) = [0 1 0 -1 0 1 ...] in discrete-time. 
As with continuous-time control systems, the convolution operation is important 
for discrete-time control system analysis. The convolution operation in discrete-time is 
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The analogous operation to the Laplace transform in continuous-time is the Z-transform 
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The Z-transform converts a discrete-time domain signal into a frequency domain 
representation where z is a complex variable. Therefore, X(z) is the discrete-time transfer 
function of the impulse response function x(n). The Z-transform (Z{ }) and inverse Z-
transform (Z-1{ }) are used to move back and forth between the time and frequency 
domains. Just as in continuous-time analysis, convolution in the time domain is 
equivalent to multiplication in the frequency domain. Figure 11 shows the parallel 
between continuous and discrete-time operations where L{ } and L-1{ } represent the 
Laplace transform and inverse Laplace transform. 
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Figure 11.   Comparison of continuous and discrete-time operations. 
B. TRANSVERSAL FILTER 
The primary tool of modern ANC systems is the adaptive filter. The focus of this 
research is to develop control techniques of the linear, discrete, finite impulse response, 
adaptive filter type. A filter is said to be linear if the output is a linear function of the 
observations applied to the filter input [15]. Linear discrete filters are classified as either 
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finite impulse response filters (FIR) or infinite impulse response filters (IIR), which are 
respectively characterized by finite memory and infinitely long, but fading memory [15]. 
The FIR type, also referred to as a transversal filter, is more practical to employ in a 
control system. 
The goal of the jitter control algorithm is to estimate at each time step, n, the 
command, y(n), for the CFSM that will produce the minimum jitter at the target PSD 
(OT-2). The signal from the target sensor represents the error between the desired beam 
location at the target and the actual location, and is referred to as the error signal, e(n) 
[13].  
A reference signal is input to a transversal filter, consisting of M stages. The 
output of the transversal filter is the control signal to the CFSM, y(n) [13]. The reference 
signal, r(n), is delayed one time step for each of the M stages, forming a vector of delayed 
inputs, T( ) [ ( ) ( 1) ( 1)] Mn r n r n r n M R= , − , , − + ∈r " . The inner product of the vector of weights 
T
1 2( ) [ ( ) ( ) ( )]
M
Mn w n w n w n R= , , ∈w "  and the vector of reference signal inputs, ( )nr , 
produces the scalar output ( )y n  [14]:  
                                   T( ) ( ) ( )y n n n= w r                                                    (3) 
The error signal at the target sensor is the difference between the disturbance and output 
from the controller, Equation 4. Bear in mind that the CFSM command signal, y(n), must 
pass through the CFSM dynamics before its effect reaches the target. The transfer 
function between the CFSM input and the target sensor is referred to as the secondary 
plant dynamics of the system [14]. 
                                           )(*)()()( nynsndne −=                                             (4) 
Where d(n) is the disturbance at the target and s(n) is the secondary plant dynamics. The 
asterisk represents a discrete-time convolution. Equations 3 and 4 are shown in block 
diagram form in Figure 12. s(n) and the secondary plant dynamics transfer function, S(z), 




Figure 12.   Block diagram of digital FIR transversal filter. 
A discrete FIR filter consists of two distinct parts: a digital filter (described 
above) and a method to calculate the weighting vector, w(n). As stated above, the 
objective of the filter is to minimize the error at the target [14]. This is usually quantified 
by minimizing the mean square of the error signal, )]([E 2 ne=ξ . If the disturbance is 
stationary and its characteristics are known, the optimal weighting vector can be 
calculated a priori. This filter is referred to as the Wiener filter. If the disturbance is time-
varying and/or its characteristics are unknown, an adaptive algorithm is necessary to 
constantly update the weighting vector to minimizeξ . The goal of an adaptive filter is to 
update the weighting vector so that ξ  approaches the minimum or optimal Wiener filter 
value. The standard form of an adaptive filter is shown in Figure 13. The least-mean-
square (LMS) and recursive-least-square (RLS) adaptive filter techniques are two 






Figure 13.   Block diagram of standard adaptive filter. 
C. WIENER FILTER 
The Wiener filter is the optimum linear discrete-time filter for estimating the 
disturbance in the case when the disturbance is both stationary and the spectral properties 
are known [15]. The Wiener filter is not adaptive, and therefore not practical for jitter 
control because of the unknown and time-varying nature of the jitter. Nevertheless, we 
can use the Wiener filter solution, a posteri, as a best case scenario comparison to the 
LMS and RLS methods under study. Both the LMS and RLS algorithms approach the 
optimal Wiener filter weightings. In [15], Haykin shows that the optimal Wiener 
weighting vector is the following: 
pRw 1)( −=noptimal                                                     (5) 
Where R is the autocorrelation matrix of the reference signal, )]()([E T nn rrR =  and p is 
the cross-correlation vector between the reference signal and the disturbance, 
)]()([E ndnrp =  [15]. E[ ] represents the expected value or, by the mean ergodic theorem, 
the mean value as the number of samples approaches infinity [15]. The reference signal 
and disturbance signal are assumed to have a zero mean [15]. Haykin also shows that the 
minimum Wiener controlled jitter is: 
                        pRp 1T22minmin )]([E
−−== ndσξ                                         (6) 
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When the disturbance signal has a zero mean, the mean square error, ξ, is equivalent to 
the variance, σ2. Throughout this thesis, we use the value of one standard deviation, σ, of 
the beam position at the target to evaluate the “tightness” of the beam. Where σmin is the 
minimum (or best achievable) beam spread according to Wiener theory. As a tool for 
measuring the quality of the reference signal, we define the ratio between the optimal 
Wiener disturbance rejection and total disturbance: 




σσγ min−=                                                     (7) 
Where σd is the standard deviation of the beam position at the target without control 
inputs. Therefore, γoptimal varies between 0 and 1, γoptimal = 0 for no disturbance 
attenuation (no control) and γoptimal = 1 for absolute attenuation (perfect jitter control). In 
order to compare γoptimal to experimental results in later chapters, we equivalently define 
the ratio between the controlled disturbance rejection and the total disturbance: 




σσγ −=                                                (8) 
The value σcontrolled is the standard deviation of the beam position at the target with control 
on.  
D. FILTERED-X LEAST MEAN SQUARE ALGORITHM 
The least-mean-square algorithm (LMS) is one of the simplest adaptive 
algorithms and has become a standard for comparison with more complex algorithms [4]. 
The algorithm uses the method of steepest descent to minimizeξ . In [14], Kuo shows that 
the LMS equation to update the weighting vector is the following, where μ is the 
convergence factor: 
    ( 1) ( ) ( ) ( )n n n e nμ+ = −w w r                                              (9) 
The LMS algorithm takes steps, of size μ, towards the optimal weighting vector 
[4]. As a result, there is a tradeoff when choosing the convergence factor. When μ is too 
small, the weighting vector will converge too slowly and when μ is too large w(n) will 
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oscillate about the optimal value [14]. Therefore, the LMS algorithm can only be said to 
approximately approach the optimal Wiener weightings. For the LMS controllers in this 
thesis, we chose a conservative value of μ that slowly converges to a steady state while 
more precisely reaching the optimum weight vector to remove more of the disturbance.  
1. Filtered-X Method 
The output from the controller, y(n), must pass through the secondary plant 
between the CFSM and the target sensor (OT-2) (shown in Figure 13). This causes gain 
and phase variations between the error and reference signal. To account for this, we place 
a copy of the secondary plant transfer function, Ŝ(z), in the reference signal path to the 
weight updating algorithm in Equation 9 [14].  
                         )(*)(ˆ)(ˆ nnsn rr =                                                (10) 
This method is referred to as the Filtered-X method in the literature (FX-LMS). Without 
this modification, the controller can become unstable. Figure 14 shows the Filtered-X 
method implemented in the controller. The reference signal, r(n), is filtered on its path to 













FX-LMS / FX-RLS feedforward controller






Figure 14.   Feedforward FX-LMS/FX-RLS implementation. 
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To explain why this modification works, first assume the system is linear and the 
secondary plant block, S(z), can be equivalently analyzed on either side of the transversal 
filter. In the ideal case where S(z) = Ŝ(z) the block diagram can be rewritten as shown in 
Figure 15. Now the control signal, y(n), no longer passes through the secondary plant, 
and therefore, eliminates the gain and phase variation problem. Figure 15 is only an 
equivalent representation of the system, not the actual implementation on the controller. 
However, it illustrates why the Filtered-X method works when implemented in the actual 
control law.  
(n)rˆ
 
Figure 15.   Equivalent Filtered-X representation. 
2. Bias Estimation 
Finally, we slightly modify our definition of the reference signal and weighting 
vector to take into account the presence of a DC component in the error signal. This is 
referred to as bias estimation and requires the addition of a constant element to the 
reference signal vector and a corresponding weight to track the bias [13]. 
T T T( ) [1 ( )] [1 ( ) ( 1) ( 1)]b n n r n r n r n M= , = , , − , , − +r r "                           (11) 




E. FILTERED-X RECURSIVE LEAST SQUARE ALGORITHM 
The recursive-least-square (RLS) algorithm provides faster convergence and 
smaller steady state error than the LMS algorithm [14]. The transversal filter structure of 
the RLS controller is identical to that of LMS; the difference is the weight updating 
algorithm. The RLS algorithm’s cost function has a memory of errors with a forgetting 
factor of 0 < λ ≤ 1, while the LMS cost function (ξ ) does not have memory [14]. The 
LMS method only uses the current error in the updating equation.  
Instead of minimizing the mean square error like the LMS filter; the RLS 
algorithm minimizes the summation of the squares (least-squares) of all past error signal 








2 )()( λ                                                   (13) 
By applying the forgetting factor, recent data is weighted more heavily in order to 
accommodate nonstationary disturbances [15]. The Wiener optimal weight solution from 
Equation 5 is used to calculate the weighting vector. The correlation matrix, R(n), and 
cross-correlation vector, p(n), are modified to take into account the memory of errors. 
They are referred to as the sample correlation matrix and sample cross-correlation vector 















T )()()( rp λ                        (14) 
It is theoretically possible to directly calculate the optimal weighting vector, woptimal(n), at 
each time step using Equation 5 from Wiener theory. This method is referred to as the 
least-squares method, but would be extremely computationally expensive as n becomes 
large. Equation 5 requires the correlation matrix be calculated and inverted at each time 
step [14]. For a practical system, the way out of this problem is to recursively calculate 
the inverse correlation matrix, )()( 1 nn −= RQ [14]. The recursive-least-square method 
eliminates the need to continuously recalculate Q(n) and greatly reduces the 
computational burden. The derivation to recursively calculate Q(n) requires a fair amount 
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of linear algebra and is explained in great detail by both Kuo [14] and Haykin [15]. The 
result is FX-RLS algorithm to update the weighting vector ( )nw  at each instance [14]. 
1
1 T
ˆ( 1) ( )( )
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                T( ) ( 1) ( ) ( )n n n e n= − +w w k                                             (16) 
 1 1 Tˆ( ) ( 1) ( ) ( ) ( 1)n n n n nλ λ− −= − − −Q Q k r Q                                  (17) 
Where ( ) Mn R∈k  is the time-varying gain vector, and ( ) M Mn R ×∈Q . Unlike the LMS 
method, RLS exactly approaches the optimal Wiener filter weightings [14]. Note that the 
use of rˆ  indicates that the reference signal is filtered through the secondary plant 
dynamics just as in the FX-LMS algorithm [14]. 
Also, as in the FX-LMS algorithm, the reference signal and weight vectors are 
augmented with a constant element to track the DC component of the error signal 
(Equations 11 and 12) [13]. Therefore, the time-varying gain vector and inverse 
correlation matrix are actually: 1( ) Mn R +∈k , and ( 1) ( 1)( ) M Mn R + × +∈Q . 
F. ADAPTIVE FILTERS WITH MULTIPLE REFERENCE SIGNALS 
In [2], [3], [4] and [13] the FX-LMS and FX-RLS algorithms described above 
have a standard transversal filter structure that uses a single-channel reference signal. In 
this thesis, we are provided two reference signals that are each correlated with only 
components of the total beam jitter. We will now develop two methods for implementing 
the controllers with multiple reference signals. The reference signals are provided by the 
on-board accelerometer and the on-board PSD (OT-1). When using two reference signals, 
we give distinction between the numbers of accelerometer stages (M) and PSD stages 
(now denoted as S). 
1. Method 1: Summation of Filter Outputs 
Method 1 uses two separate control blocks (an accelerometer block and a PSD 
block). The individual outputs are summed and sent to the CFSM. Therefore, the RLS 
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algorithm will manipulate two inverse correlation matrices per 
axis: ( 1) ( 1)( ) M MAccel n R
+ × +∈Q , ( 1) ( 1)( ) S SPSD n R + × +∈Q . The RLS algorithm requires on the 
order of L2 operations per time step, where L is the filter order [14]. As a result, method 1 
requires O{(M+1)2 + (S+1)2}operations. A difficulty with parallel adaptive filters is that 
their performance characteristics have not been proved mathematically as opposed to an 
individual adaptive filter. Placing the adaptive filters in parallel may cause unexpected 
interactions. Consequently, the optimum Wiener solution cannot be calculated for this 




















Figure 16.   Multiple reference signals using method 1. 
2. Method 2: Augmentation of Reference Signals 
For method 2, the reference signals are combined inside a single control block. 
The reference signal and weight vectors are modified to contain both accelerometer and 
PSD stages.  
T( ) [1 ( ) ( 1) ( 1), ( ) ( 1) ( 1)]Accel Accel Accel PSD PSD PSDn r n r n r n M r n r n r n S= , , − , , − + , − , , − +r " "    (18)
T
1 2( ) [ ( ) ( ) ( ) ( )]b M Sn w n w n w n w n+= , , , ,w "                                  (19) 
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The rest of the algorithm is implemented as described is Chapters IV.D and IV.E. Method 
2 has a simpler structure compared to method 1 because it only requires one filter. The 
RLS algorithm will manipulate one very large inverse correlation matrix per axis: 
( 1) ( 1)( ) M S M Sn R + + × + +∈Q  and requires O{(M+S+1)2} operations per time step. Method 2 is, 
therefore, more computationally expensive than method 1.  
 
 
Figure 17.   Multiple reference signals using method 2. 
G. FEEDBACK ADAPTIVE FILTERS 
In this section we will develop a method for pure feedback jitter control with 
adaptive filters. These methods do not require a reference signal like the feedforward case. 
Feedback control is necessary in situations when obtaining a reference signal is not 
practical. The presence of numerous jitter sources is an example of such a situation [14]. 
As discussed in Chapter III, depending on the quality of the reference signal, feedback 
control may be superior to the feedforward method. 
Feedback adaptive filters use the same single channel transversal filter structure 
as the feedforward controllers. The error sensor (OT-2 for our experiment) always 
contains a residual noise signal that is utilized in feedback control to create a reference 
signal [14]. This technique is similar to the feedforward controller, however it internally 
generates its own reference signal using the adaptive filter output, y(n), and the error 
signal, e(n), as described by Equation 20 [14].  
)(*)(ˆ)()(ˆ)( nynsnendnr +==                                         (20) 
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Comparing the feedforward and feedback algorithms in Figures 14 and 18, 
respectively, shows their near identical structure. The filter output, y(n), is filtered by the 
secondary plant estimate and then added to the error signal, e(n). The secondary plant 
estimate, Ŝ(z), is the same that is employed for the Filtered-X method. The generated 
reference signal, r(n), is an estimate of the primary noise signal, )(nd , from Equation 4 
in Chapter IV.B, and therefore, given the distinction )(ˆ nd  [14]. Kuo shows that under 
ideal conditions, when Ŝ(z) = S(z), the feedback method is transformed into the 
feedforward method [14]. Therefore, the performance of the feedback controller 
compared to the feedforward controller depends only on obtaining an accurate secondary 
plant model with our system identification methods.  
The feedback controller uses the same Filtered-X method and bias estimator as 





Figure 18.   FX-LMS / FX-RLS feedback implementation. 
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1. Parallel PI Controller 
Initial testing with the feedback controller consisting only of an adaptive filter 
showed instability when the DC component of the error signal was large. In other words, 
when the beam was given a large initial bias error in addition to the DFSM and shaker 
disturbances, the feedback controller would behave erratically. The internal bias 
estimator in the adaptive filter seemed to not work as anticipated. However, when the 
bias error was small, the feedback controller behaved as expected.  
It is difficult to fully explain this instability; however, it is thought to be caused by 
a large initial transition of the reference signal, )(ˆ nd , when the controller is switched on. 
The reference signal in a feedforward controller remains stationary even as control input 
is applied because the reference sensor is upstream of the control actuator. Experiments 
with a downstream feedforward reference sensor gave similar results to the feedback 
instability seen here. The downstream reference signal contained a large change in the 
DC component when the controller was turned on due to the initial bias error being 
corrected. This appeared to initiate instability in the system. Inspection of the feedback 
reference signal, from Equation 20, reveals that a large initial transition is expected 
because the reference signal is derived from the downstream error (target) sensor.  
As a solution to improve the robustness of the control method to allow for large 
DC biases, a proportional-integral (PI) controller was placed in parallel with the adaptive 
filter. This technique is similar to the feedback adaptive filter research done in [5]-[11]. 
An error PI controller applies fixed gains (Kp and Ki) to the error signal and the 
integral of the error signal. The following is the PI control law in discrete-time where Ts 
is the sample time [16]: 
0
( ) ( ) ( )
n
PI p i s
k
y n K e n K T e k
=
= ⋅ + ⋅ ∑                                   (21) 
This a classical linear time-invariant control technique which works to push the error 
signal towards zero. With the PI controller placed in parallel with the adaptive filter, it 
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Figure 19.   Feedback adaptive filter with parallel PI controller. 
H. HYBRID FEEDBACK - FEEDFORWARD ADAPTIVE FILTER 
A combination of the feedback and feedforward methods is refereed to in the 
literature as a hybrid adaptive filter [14]. In such a system, the canceling signal, y(n), is 
generated from both a reference sensor (or sensors) and the error sensor. To accomplish 
this we simply place feedback and feedforward adaptive filters in parallel [14]. This 
method utilizes both the reference signal(s) and the internally generated reference signal. 
Kuo mentions that this approach is the most popular in noise canceling headphone 
technology [14]. For the same reasons mentioned in the previous section, a PI controller 
was placed in parallel with the hybrid controller for the experiments. The hybrid 
controller uses parallel adaptive filters, and therefore, as mentioned in Chapter IV.F.2, 
cannot be mathematically analyzed. A diagram of the hybrid adaptive filter is shown in 










Figure 20.   FX-LMS / FX-RLS hybrid adaptive filter implementation, parallel PI 




V. SYSTEM IDENTIFICATION 
The adaptive filter control methods require a model of the secondary plant 
dynamics on the system. More precisely, we must identify an open-loop model from the 
control input (applied to the CFSM) to the measurement signal of the beam position at 
the target sensor (OT-2). This secondary plant model, Ŝ(z), is required for the Filtered-X 
method in order to account for variations between the reference and error signals paths. It 
is also needed for estimating the primary noise source, d(n), in adaptive feedback control. 
Experimental results showed negligible coupling between the two axes of the CFSM. An 
input to one axis of the mirror yielded less than 10 percent movement in the other axis for 
typical amplitudes used in the experiments [3]. Therefore, system identification is 
preformed for each axis separately. 
A single-input single-output (SISO) black-box model is identified by a subspace 
method using MATLAB’s System Identification Toolbox. The subspace method of 
system identification (SI) consists of exciting the system with a signal of sufficient 
distinct frequencies and then analyzing the data to determine the best model [4]. Typical 
input signals are filtered Gaussian white noise, a random binary signal or a chirp sinusoid. 
This method of SI has the advantage of directly providing a discrete-time state-space 
model that can be easily applied to digital control systems. The MATLAB toolbox also 
recommends the optimal model order for the system. 
A pseudo-random binary signal was chosen for the input signal to the CFSM [13]. 




Figure 21.   Input and output signals for system identification. From Yoon [13]. 
The SI Toolbox provided a 3rd-order, discrete-time, state-space model for each 
axis. Secondary plant models were created for the target sensor (OT-2) in both its on-










































Figure 22.   Frequency response of open-loop system. Target positioned off-board. 
 






































Figure 23.   Frequency response of open-loop system. Target positioned on-board. 
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VI. DISTURBANCE SOURCES AND REFERENCE SIGNAL 
CORRELATION 
A. DISTURBANCE SOURCES 
In the following chapter, several experiments with various configurations were 
run on the JCT to explore the capabilities of the proposed control techniques. Table 1 
summarizes the characteristics of the disturbances and their individual contributions to 
the beam position error at the target. The data is reported as the standard deviation, σ, of 
the jitter radius. Experiments were conducted with the target sensor in two different 
positions (on and off the vibration platform). The effects of the disturbances vary 
between the two positions. 
 
Table 1.   Jitter disturbance characteristics. 
Considering the control bandwidth of the CFSM (800 Hz) and initial testing, it 
was decided that 0 to 200 Hz band-limited white noise would be an appropriate range to 
attempt to control [3]. Asking the CFSM to control disturbances above 200 Hz risked 
exceeding the mirrors current limitations [3]. The frequencies for the two narrowband 
shaker disturbances were chosen arbitrarily. The frequencies, which are representative of 
aircraft/spacecraft vibrational environments, are far enough apart that they are easily 
deciphered on a power spectral density plot. 
For all experiments in this thesis, the developed control techniques are tested 
against all the above disturbance sources simultaneously. The power spectral density plot 
(PSD) of the beam position at the target in the presence of the disturbances is shown in  
 
Target Bias (DC) 
Narrowband 
(Shakers) Broadband (DFSM) 
Total 
Jitter 
Off-board ≈1000 μm 40 Hz, σ ≈ 40 μm 60 Hz, σ ≈ 30 μm   0 - 200Hz band-limited white noise,  σ ≈ 51 μm σ ≈ 71 μm 
On-board ≈1000 μm 40 Hz, σ ≈ 18 μm 60 Hz, σ ≈ 17 μm   0 - 200Hz band-limited white noise, , σ ≈ 48 μm σ ≈ 52 μm 
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Figure 24. The individual contributions to the total beam jitter are shown by additionally 
plotting the DFSM and shaker disturbances separately. The shaker frequencies at 40 Hz 
and 60 Hz can be clearly seen. 





















































Figure 24.   PSD plot of beam jitter from combined and individual disturbance sources 
B. REFERENCE SIGNAL CORRELATION EXAMPLES 
For the feedforward methods, where a reference signal is required, appreciating 
the consequences of choosing a proper reference signal is helpful for understanding the 
system. For example, if we attempt to use only an accelerometer reference signal, the 
result will be that only the disturbances correlated with the accelerometer signal (the 
shakers) will be rejected. The accelerometer signal is said to be semi-coherent with the 
total disturbance. This example is demonstrated in Figure 25 which shows a power 
spectral density plot for an FX-RLS controller with an accelerometer reference signal. It 
is obvious that only the shaker disturbances (at 40 Hz and 60 Hz) are attenuated while the 
broadband disturbance remains uncontrolled. Also, notice that not only are the shaker 























































Figure 25.   Jitter rejection experiment using 45 stage feedforward FX-RLS controller with 
accelerometer reference signal. 
Another similar example is using a reference signal from an on-board PSD. When 
the on-board PSD is subjected to shaker vibrations its signal is no longer well correlated 
with the shaker disturbances. Therefore, the on-board PSD reference signal controller 
cannot reject the narrowband jitter from the shakers. This example is demonstrated in 
Figure 26. In the power spectral density plot, it is also apparent that the controller has 
difficulty rejecting the broadband jitter above 40 Hz. Figure 26 is a good example of why 
methods for using multiple reference signals are necessary. 
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Figure 26.   Jitter rejection experiment using 45 stage feedforward FX-RLS controller with 
an on-board PSD reference signal. 
C. REFERENCE SIGNAL CORRELATION EXPERIMENT 
In order to give more insight into the performance of the developed controllers an 
experiment was conducted to characterize the degree of correlation (or coherence) 
between the various reference signals and the disturbances. Using experimental data, the 
optimal amount of jitter rejection, γoptimal from Equation 7, was calculated comparing 
each individual reference signal and disturbance source. Therefore, the results in Table 2 
represent the best possible jitter rejection for a given reference signal in an adaptive filter. 
Included in Table 2, is the internally generated reference signal used in the feedback 







Table 2.   Optimal Wiener jitter rejection, γoptimal  from Equation 7   
Table 2 quantitatively demonstrates the statements made in Chapter II about the 
correlation of the reference signals. For attenuating all disturbances, the off-board PSD 
reference signal performs significantly better than the on-board PSD. As shown in Figure 
25, the accelerometer reference signals are successful at controlling the shaker 
disturbances but completely ineffective for control of the DFSM disturbance. The 
primary noise estimate reference signal, used in the feedback techniques, shows the best 
performance for controlling all of the disturbances. 
D. CHOOSING THE ACCELEROMETER REFERENCE SIGNAL 
Due to the two orthogonally mounted shakers, the vibrational disturbance is 
complex and along all three axes of the platform. Choosing a proper signal from the 3-
axis accelerometer to use as a reference is not arbitrary. For this research, the 
accelerometer signal that produced in best results in Table 2 was used in the jitter 
rejection experiments in the following chapters. Therefore, the Z-axis accelerometer 




















 45 stgs. 
Accel. 





Axis Axis Axis Axis Axis Axis PSD 
Axis: 1 2 1 2 1 2 1 2 1 2 1 2 
DFSM 0.932 0.914 0.958 0.959 0.958 0.957 0.081 0.144 0.098 0.151 0.093 0.120 
Shaker 1 0.965 0.953 0.958 0.953 0.950 0.938 0.568 0.684 0.825 0.850 0.951 0.928 
Shaker 2 0.953 0.947 0.954 0.946 0.624 0.933 0.923 0.893 0.915 0.893 0.953 0.913 
Both 
Shakers 0.951 0.954 0.951 0.944 0.636 0.889 0.553 0.663 0.875 0.853 0.951 0.933 
All Dist. 0.946 0.931 0.833 0.841 0.578 0.692 0.290 0.275 0.342 0.408 0.411 0.402 
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In a more complex system with many sources of vibration this technique may not be 
appropriate. In such a system, the signals from all three axes of the accelerometer could 
be used in the control law. 
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VII. DISTURBANCE REJECTION EXPERIMENTS 
A. PERFORMANCE METRICS 
The goal of the disturbance rejection experiments is to evaluate the various 
control methods for pointing the beam to the static target center position (0,0) in the 
presence of both the DFSM and shaker disturbances, as well as a bias error. A detailed 
explanation of the disturbance characteristics was given the previous chapter. For each 
experiment, the testbed was run for a total of 15 seconds. The controller turns on after an 
elapsed time of 5 seconds and attempts to push the beam to the target center and remove 
the jitter. The standard deviation is calculated for the beam position (in μm) as a measure 
of the “tightness” or spread of the beam [3]. Using Equation 8, from Chapter IV, γcontrolled 
is calculated to determine the amount of disturbance rejection achieved. The following 
sections give details of other performance metrics used in the analysis of the control laws. 
1. Beam Intensity Increase Factor 
The obvious consequence of optical beam jitter is the diminished ability to point 
the beam at a target. A slightly less obvious, but equally detrimental effect of beam jitter 
is to reduce the beam intensity (W/m2) at the receiving sensor or target. This effect, for 
example, could dramatically decrease the signal to noise ratio of the laser communication 
system or the lethality of a high energy laser weapon. To illustrate the benefit of jitter 
control, the beam intensity increase factor is calculated. This metric is a ratio of the beam 




I=η                                                      (22) 
The beam intensity (irradiance) is given by Equation 23 where P is the total beam power 
and reff is the effective beam radius [17]. 
2
effr
PI ⋅= π                                                           (23) 
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When the beam contains jitter, the effective beam radius becomes the sum of the 
stationary beam radius, r0, and beam position deviation from the target (standard 
deviation).  
2
0 )( σπ +⋅= r
PI                                                     (24) 
Where σ  is the standard deviation of the beam position radius: 2 22 12 −− += AxisAxis σσσ . 













+=                                                  (25) 
In order to define η in more general terms, we convert the amount of beam jitter from 
standard deviation of beam position, σ  (μm), to standard deviation of beam deflection 
angle, θσ (microradians): 
xx θσσ =)(                                                         (26) 
Where x is the path distance to the target. In other words, we find θσ  by normalizing the 




l )(σσθ =                                                        (27) 
Assuming the beam is Gaussian, diffraction limited and focused on the target, the beam 





0 )( ⋅= π
λ                                                      (28) 
Where λ is the optical wavelength and w0 is the radius of the beam (defined by the 1/e2 























+⋅=                                            (29) 
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 For a normal run on the JCT, eduncontroll,θσ is calculated with the data taken between 
0 and 5 seconds (no control), and dcontrolled,θσ is calculated from the data with control on 
between 10 and 15 seconds. The transient data (from 5-10 seconds) is not used to allow 
the controller to reach a steady state. For this calculation, we plug in a wavelength of λ = 
1064 nm and a 20 cm diameter beam, which is representative of directed energy beam 
control applications. 
2. Convergence Time 
The convergence time for an adaptive filter controller is the amount of time 
necessary for the weight updating algorithm to converge to a steady state weighting 
vector. The amount of jitter rejection will also reach a steady state at this time. Instead of 
reporting the convergence time for the two axes separately, the standard deviation of the 
radius beam position is used. We define the convergence time, τc, as the amount of time 
needed to reach 99 percent of the final jitter rejection.  
)(%99)( finalc tστσ =⋅                                             (30) 
3. Calculating  γoptimal 
When possible, γoptimal, from Equation 7, is computed and compared with the 
experimental result, γcontrolled. As discussed in Chapter IV, it is only possible to calculate 
γoptimal when a single control block is used.  
Comparing the theoretical γoptimal with the experimental result is not as 
straightforward as first expected by the author. The secondary plant dynamics are not 
included in the Wiener filter derivation like they are in the adaptive filter algorithms 
(using the Filtered-X modification). As a result, the Wiener filter theory was modified to 
use the filtered reference signal, )(ˆ nr . Therefore, the autocorrelation matrix in Equations 
5 and 6 becomes: )](ˆ)(ˆ[E T nn rrR =   and the cross-correlation vector is: )]()(ˆ[E ndnrp = . 
To justify this modification, Figure 27 shows the theoretical weight vector, 
)(noptimalw , from Equation 5 using both a filtered and unfiltered reference signal. Also 
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shown in the plot is an actual weight vector, )(nw , that was calculated on-line by an FX-
RLS controller. A 55 stage filter was used with 10 PSD stages and 45 accelerometer 
stages. 
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Figure 27.   Comparison of weight vector, w(n). 
Although the actual weight vector does not converge exactly to either )(noptimalw variation, 
it more closely matches the filtered reference signal vector.  
Even with the above modification to the Wiener equation, γoptimal and γcontrolled are 
still not directly comparable. This is because while a Filtered-X adaptive filter uses a 
filtered reference signal in the weight updating algorithm, it uses an unfiltered reference 
signal when calculating the output command: T( ) ( ) ( )y n n n= w r  from Equation 3. This 
nuance of the Filtered-X method is not captured in the Wiener filter theory. Essentially, 
our γoptimal calculation uses the ideal Filtered-X model from Figure 15, where S(z) = Ŝ(z) 
 51
and the secondary plant dynamics are assumed linear. Therefore, we will presume the 
γoptimal calculation to be an approximation of the theoretical best case γcontrolled.  
Adaptive filter theory is a very complex topic and predicting a controller’s 
performance on a real world system is not trivial. Experimental results, like the ones in 
this thesis, are always necessary to validate the performance of proposed control systems. 
This section illustrates the great difficulty to determine valid theoretical predictions of 
performance. In fact, it was debated whether to include the γoptimal analysis at all. 
However, the author believes theoretical predictions (even if they are only 
approximations) are important in the thorough understanding of the control system. 
4. Power Spectral Density Analysis 
For every experiment, two plots are produced to measure the effectiveness of the 
control law. A power spectral density plot shows the beam position at the target in the 
frequency domain. The uncontrolled data (0-5 seconds of a test) is displayed in reference 
to the controlled data (10-15 seconds). The transient data (5-10 seconds) is not used in the 
power spectral density analysis. The power spectral density plot highlights the 
controller’s ability to reject disturbances at specific frequencies.  
5. Standard Deviation of Beam Position Error 
To observe the rate of convergence, the standard deviation of the beam position is 
plotted in the time domain. This plot illustrates the controller’s ability to quickly 
converge to the optimal gains. Instead of plotting the two axes separately (Axis-1 and 
Axis-2) the radius beam position is used. 
6. Organization of Analysis 
A total of five adaptive filter techniques are discussed in this thesis: single 
reference feedforward, multiple reference feedforward (methods 1 and 2), feedback and 




FX-RLS.  In addition, these control techniques are tested with the target sensor mounted 
both on and off the vibration platform. Consequently, there are 20 different 
configurations to test and analyze. 
The purpose of this paper is not to compare system performance versus target 
position, but to demonstrate that these control techniques work in both target position 
scenarios. Therefore, the analysis of the two target positions is treated separately. 
Similarly, the FX-LMS and FX-RLS algorithms have been studied in great detail in the 
literature and their differences are well understood. FX-RLS generally has a faster rate of 
convergence and smaller steady state error than FX-LMS, at the cost of being more 
computationally expensive. Therefore, the two methods will also be examined separately 
except for a brief analysis in the conclusion. 
B. FEEDFORWARD ADAPTIVE FILTERS USING MULTIPLE 
REFERENCE SIGNALS 
In this section we compare the multiple reference methods for feedforward 
control to the single reference method from [2], [3], [4] and [13]. The Filtered-X method 
with a bias estimator is used for all experiments. The single reference method uses an off-
board PSD as a reference sensor, which we know is reasonably well correlated with all 
disturbances (from Chapter VI). For the multiple reference signal controllers, both 
methods 1 and 2 for combining the reference signals in the control law are tested. The 
multi-reference controllers use an on-board PSD and accelerometer reference sensors. 
Chapter VI showed that the on-board PSD was only well correlated with the DFSM while 
the accelerometer was correlated with the shakers. Chapter VI also showed that using the 
Z-axis accelerometer signal would produce the best results for both axes of the system.  
Choosing the filter parameters (convergence factor, number of stages etc.) was 
primarily done by trial and error. In [4], Bateman et al. found that when using a PSD 
reference signal, the FX-LMS controller performs best with a single stage. This was 
confirmed, however when using an accelerometer reference signal, many filter stages had 
better performance. The FX-LMS controller in this experiment used a single stage for the 
PSD, 45 stages for the accelerometer and a convergence factor of 0.5 (S = 1, M = 45, μ = 
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0.5). For the FX-RLS controller, the best performing forgetting factor was found to be λ 
= 0.99. Multiple stages performed best for both the PSD and accelerometer reference 
signals. The FX-RLS controller needed more accelerometer stages than PSD stages to 
effectively attenuate the jitter. (S = 10, M = 45). 
1. Off-Board Target 
With the target sensor off-board the platform, the testbed simulates scenarios such 
as a free-space laser communications transmitter or an optical relay spacecraft. 
a. FX-LMS 
All of the FX-LMS controllers were able to attenuate approximately 90 
percent of the jitter. The controllers using multiple reference signals preformed as well as 
the single (off-board PSD) reference type for steady state jitter control. The multiple 
reference signal controller using method 1 showed the best steady state performance with 
an intensity increase factor of 30.2. The multiple reference signal methods, however, took 
much longer to converge to a steady state than the single reference controller. 
Table 3 summarizes the results of the experiment. The power spectrum 
plot in Figure 29 reveals that all of the FX-LMS controllers effectively removed the 
broadband disturbance, but had some difficulty with the narrowband shaker disturbances 
(40 Hz and 60 Hz). The power spectrum plot shows an interesting harmonic effect at 120 
Hz and 180 Hz. This is likely caused by higher harmonics of the 60 Hz shaker 
disturbance. 
The single reference controller performance was actually better than its 





Table 3.   Disturbance rejection results, feedforward FX-LMS with off-board target. 
 




























Multiple Ref. Sig. (Method 1)
Multiple Ref. Sig. (Method 2)
 
Figure 28.   Standard deviation of beam position, feedforward FX-LMS with off-board 
target. 
 




















1 2 1 2 
FX-LMS 1-Off 0 Off Single 31.5 0.8 s 0.893 0.864 0.810 0.776 
FX-LMS 1-On 45 Off Mult.(1) 30.2 12.5 s 0.914 0.878 n/a n/a 
FX-LMS 1-On 45 Off Mult.(2) 20.2 12.4 s 0.892 0.842 0.896 0.881 
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Figure 29.   Power spectrum of beam position, feedforward FX-LMS with off-board target. 
b. FX-RLS 
Using the FX-RLS method, the multiple reference controllers preformed 
better than the off-board PSD reference signal. Methods 1 and 2 for combining the two 
reference signals in the control law worked equally well. All FX-RLS methods had very 
fast convergence times. The power spectrum plot in Figure 31 shows that the CFSM 
removes both the broadband and narrowband disturbances effectively. The single 
reference controller had difficulty with the 60 Hz shaker. With the help of the 
feedforward accelerometer signal, both shaker disturbances were completely removed 
using the multiple reference method.  
The multi-reference signal controller is not only more practical for real 
systems but achieves superior performance over the single reference. This, however, 
should not come as a complete surprise. Using multiple reference signals essentially 
provides more information about the disturbances to the controller than a single reference 
signal.  
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While the majority of the jitter is removed from the beam, the same 
harmonic effect is present in the power spectrum plot in Figure 31. The controller failed 
to attenuate the disturbance at 20 Hz intervals above 80 Hz. 
 
 
Table 4.   Disturbance rejection results, feedforward FX-RLS with off-board target. 
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Figure 30.   Standard deviation of beam position, feedforward FX-RLS with off-board 
target. 




















1 2 1 2 
FX-RLS 55-Off 0 Off Single 15.6 0.8 s 0.785 0.799 0.835 0.850 
FX-RLS 10-On 45 Off Mult.(1) 48.1 0.6 s 0.895 0.919 n/a n/a 
FX-RLS 10-On 45 Off Mult.(2) 49.5 0.7 s 0.895 0.921 0.918 0.911 
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Multiple Ref. Sig. (Method 1)
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Multiple Ref. Sig. (Method 1)
Multiple Ref. Sig. (Method 2)
 
Figure 31.   Power spectrum of beam position, feedforward FX-RLS with off-board target. 
2. On-Board Target  
By mounting the target sensor on the vibration platform it is subjected to the 
shaker disturbances. Early in the development in the JCT, it was questioned whether the 
developed control techniques would work in such a situation. Therefore, it was decided to 
repeat all experiments in the on-board target configuration. When the target sensor is 
located on-board the platform, the testbed simulates a scenario such as a free-space laser 
communications receiver, or a jitter control system in a laser resonator. 
a. FX-LMS 
The FX-LMS controllers successfully attenuated the jitter with the target 
mounted in the on-board position. The multiple reference signal controllers preformed 
significantly better than the single reference type. The power spectral density plot reveals 
that the single reference controller was unable to control the 40 Hz shaker disturbance. In 
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fact, the controller added jitter to the beam in Axis-1 at 40 Hz. The method 1 multi-
reference signal controller achieved the best steady state performance. Similar to the off-




Table 5.   Disturbance rejection results, feedforward FX-LMS with on-board target. 
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Figure 32.   Standard deviation of beam position, feedforward FX-LMS with on-board 
target. 




















1 2 1 2 
FX-LMS 1-Off 0 On Single 7.34 0.3 s 0.770 0.595 0.760 0.456 
FX-LMS 1-On 45 On Mult.(1) 31.0 6.5 s 0.895 0.892 n/a n/a 
FX-LMS 1-On 45 On Mult.(2) 23.7 8.7 s 0.871 0.858 0.882 0.846 
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Figure 33.   Power spectrum of beam position, feedforward FX-LMS with on-board target. 
 
b. FX-RLS 
The on-board target FX-RLS results are very similar to the off-board case. 
The multiple reference signal controllers were superior at attenuating both the broad and 
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Figure 34.   Standard deviation of beam position, feedforward FX-RLS with on-board 
target. 
 




















1 2 1 2 
FX-RLS 55-Off 0 On Single 7.39 0.3 s 0.771 0.606 0.813 0.674 
FX-RLS 10-On 45 On Mult.(1) 30.9 0.7 s 0.885 0.900 n/a n/a 
FX-RLS 10-On 45 On Mult.(2) 29.5 0.5 s 0.892 0.896 0.927 0.890 
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Figure 35.   Power spectrum of beam position, feedforward FX-RLS with on-board target. 
C. FEEDBACK AND HYBRID ADAPTIVE FILTERS  
This section compares the developed feedback and hybrid adaptive filters with the 
best performing feedforward technique from the previous section. Feedback adaptive 
filter control has the great advantage of not requiring a reference signal. In addition, 
analysis in Chapters III and IV gave evidence that the feedback technique may, in fact, 
perform better than the feedforward method. Chapter IV argued that feedback vs. 
feedforward performance depends on obtaining a quality model of the secondary plant 
dynamics and the degree of correlation of the feedforward controller’s reference signal(s). 
Due to the complexity of the algorithms and system dynamics, a comparison of the 
control methods is difficult to model mathematically and experimental tests are essential 
for comparing the techniques. 
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For this test, the feedforward filter was run with the same parameters as in the 
previous section, μ = 0.5, S = 1, M = 45 for the FX-LMS controller and λ = 0.99, S = 10, 
M = 45 for the FX-RLS controller. The feedback controller uses an estimate of the 
primary noise source as a reference signal, )(ˆ nd , with a convergence factor of μ = 0.5 
and single stage, SFB = 1, for FX-LMS. For the FX-RLS feedback controller, a forgetting 
factor of λ = 0.99 and  SFB = 50 stages was used.  
The hybrid adaptive filter requires a reference signal because it is a combination 
of the feedback and feedforward techniques. Both the FX-LMS and FX-RLS variations 
of the hybrid controller use a feedback adaptive filter control block in parallel with a 
feedforward multi-reference controller using method 2 to combine the reference signals. 
The FX-LMS hybrid controller uses a single feedback stage, a single feedforward on-
board PSD stage and 30 feedforward accelerometer stages. (μ = 0.5, SFB = 1, SFF = 1, M 
= 30) The FX-RLS hybrid controller uses 10 feedback stages, 10 feedforward on-board 
PSD stages and 30 accelerometer stages (λ = 0.99, SFB = 10, SFF = 10, M = 30). 
A PI controller was placed in parallel with the feedback and hybrid adaptive 
filters. The PI control gains were tuned manually to Kp = 0.05 and Ki = 200. With this 
implementation, the PI controller removes the initial bias from the error signal. Therefore, 
the bias estimator in the adaptive filter is not necessary. Testing showed that the 
controller preformed the same with or without the bias estimator. 
1. Off-Board Target 
a. FX-LMS 
The feedback and hybrid methods both preformed well against the 
feedforward controller. The power spectrum plot in Figure 37 reveals that the feedback 
type methods controlled the broadband disturbance better than the feedforward method, 
while control of the narrowband disturbance was essentially equal. Although the 
convergence times for the feedback and hybrid methods were still relatively slow 
(compared to FX-RLS) they were an improvement over the feedforward controller. The 
feedback method showed slightly better performance over the hybrid method. 
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Inspection of the power spectrum plot in Figure 37 shows that the 
harmonic effect observed in the feedforward controllers is much less prevalent in the 
feedback and hybrid controllers. 
 
 
Table 7.   Disturbance rejection results, feedback/hybrid FX-LMS with off-board target. 
 
 


























































1 2 1 2 
FX-LMS 0 1-On 0 Off FF 30.2 12.5 s 0.914 0.878 n/a n/a 
FX-LMS 1 0 0 Off FB 50.1 3.8 0.916 0.912 0.862 0.844 
FX-LMS 1 1-On 30 Off Hybrid 46.8 3.8 0.908 0.909 n/a n/a 
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Figure 37.   Power spectrum of beam position, feedback/hybrid FX-LMS with off-board 
target. 
b. FX-RLS 
Using the FX-RLS weight updater, the feedback and hybrid methods 
preformed superiorly to the feedforward method. All three methods converged very 
quickly to their steady state values. The hybrid method had the best overall performance 




































































1 2 1 2 
FX-RLS 0 1-On 45 Off FF 49.5 0.7 s 0.895 0.921 0.918 0.911 
FX-RLS 50 0 0 Off FB 57.3 0.5 s 0.928 0.917 0.944 0.932 
FX-RLS 10 10-On 30 Off Hybrid 65.7 0.4 s 0.935 0.931 n/a n/a 
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Figure 39.   Power spectrum of beam position, feedback/hybrid FX-RLS with off-board 
target. 
2. On-Board Target 
a. FX-LMS 
The on-board target experiment results were very similar to the off-board 
results. The feedback and hybrid methods preformed equally to the feedforward method. 





Table 9.   Disturbance rejection results, feedback/hybrid FX-LMS with on-board target. 
 
 


























































1 2 1 2 
FX-LMS 0 1-On 0 On FF 31.0 6.5 s 0.895 0.892 n/a n/a 
FX-LMS 1 0 0 On FB 30.6 4.9 s 0.849 0.893 0.862 0.822 
FX-LMS 1 1-On 30 On Hybrid 31.1 6.5 s 0.896 0.905 n/a n/a 
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Figure 41.   Power spectrum, feedback/hybrid FX-LMS with on-board target. 
 
b. FX-RLS 
The FX-RLS on-board target experiments showed that the feedback 
method preformed equally to the feedforward method. The hybrid controller showed the 






Table 10.   Disturbance rejection results, feedback/hybrid FX-RLS with on-board target. 
 
 



























































1 2 1 2 
FX-RLS 0 1-On 45 On FF 30.9 0.7 s 0.885 0.900 n/a n/a 
FX-RLS 50 0 0 On FB 31.2 0.3 s 0.897 0.887 0.933 0.912 
FX-RLS 10 10-On 30 On Hybrid 41.2 0.5 s 0.922 0.916 n/a n/a 
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Figure 43.   Power spectrum of beam position, feedback/hybrid FX-RLS with on-board 
target. 
D. CONCLUSIONS 
The jitter rejection experiments detailed in this chapter have the very simple 
objective of pointing the laser beam accurately at a static target while rejecting jitter 
using a fast-steering mirror. The experiments in this chapter took 10 variations (20 if you 
count off-board/on-board target) of adaptive filter controllers and compares them using 
several performance metrics. The overall lessons learned are given in the following 
sections.  
1. FX-LMS vs. FX-RLS 
During the jitter rejection experiments, the FX-LMS and FX-RLS controllers 
often preformed equally well in terms of steady state jitter rejection. Overall, the FX-RLS 
controller was able to remove slightly more disturbance than FX-LMS. The simpler LMS 
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algorithm was able to achieve this high performance because the LMS convergence 
factor, μ, was chosen to increase steady state performance at the cost of slower 
convergence. The FX-RLS method achieved far better convergence times (as much as 20 
times better) than FX-LMS. 
2. Multiple Feedforward Reference Signals 
In past JCT experiments at NPS ([2], [3], [4], [13]) a single reference sensor was 
used to demonstrate feedforward beam control techniques. When the feasibility of 
obtaining such a signal in practice was questioned, it became a goal of this thesis to 
demonstrate feedforward jitter control using more practically attainable reference signals. 
This lead to the development of the multiple reference signal methods.  
The jitter rejection experiments showed that multiple semi-coherent reference 
signals preformed as well as or better than the single off-board PSD reference sensor. 
This proved the overall feasibility of feedforward jitter control for situations when 
obtaining a fully coherent reference signal is not possible. Two methods were created to 
combine the semi-coherent reference signals in the control law. Experiment showed that 
the methods have generally equal performance for both steady state jitter rejection and 
convergence times. It was shown in Chapter IV that method 1 has a lower computational 
cost, and therefore, this method is considered the overall best technique. 
The power spectrum plots revealed that a harmonic effect was present in the 
position of the controlled beam. Comparison with the feedback controller experiments 
indicated that this effect was due to higher harmonics of the shaker disturbances in the 
feedforward accelerometer reference signal.   
3. Feedback Adaptive Filters 
The requirement of an auxiliary reference sensor(s) in the feedforward adaptive 
filter inspired the development of a pure feedback adaptive filter that internally generates 
its own reference signal. Further analysis indicated that the feedback technique may 
perform better than feedforward. The jitter rejection experiments confirmed this 
speculation. In most cases, the feedback technique had better steady state jitter rejection 
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and convergence times than feedforward. The hybrid technique had the best overall 
performance. The harmonic effect seen in the feedforward controllers was not as present 





VIII. TARGET TRACKING AND BEAM POINTING WITH 
ADAPTIVE FILTERS 
In the previous chapter, adaptive filter methods were demonstrated to point the 
beam at a static target, the (0, 0) position on the target PSD. While the experiments in 
Chapter VII are directly applicable to many beam control applications, other beam 
control scenarios exist such that the target is dynamic. This control challenge is 
sometimes referred to in the literature as Acquisition, Tracking and Pointing (ATP). This 
chapter addresses the application of adaptive filters for target tracking and beam pointing. 
A. TRACKING CONTROL ALGORITHMS 
1. PI Controller 
The proportional integral (PI) controller is the classical target tracking algorithm. 
A PI controller is a negative feedback technique that applies fixed gains to the error 
signal (difference between the beam position and the desired position) and integral of the 
error signal [16]. Refer back to Chapter IV.G.1 for more detail. The controller’s 
performance can be adjusted by manually tuning the control gains. As discussed in 
Chapter IV, the PI controller is linear time-invariant and cannot adapt to the disturbance 
characteristics. The PI controller is used for comparison with the adaptive filter methods. 
2. Adaptive Filter Trackers 
The adaptive filter algorithms developed in Chapter IV can be modified to track a 
target by simply modifying the error signal definition from Equation 4. The desired 
position is no longer the target center, but the tracking signal, t(n). Therefore, we modify 
Equation 4 to include the tracking signal: 
)()(*)()()( ntnynsndne −−=                                       (31) 
The adaptive filter always minimizes the error signal, and by subtracting the tracking 
signal, t(n), from the output of the target sensor, the controller will track t(n). Figure 44 
illustrates the implementation of the adaptive filter tracker. 
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Figure 44.   Adaptive filter tracking algorithm. 
Initial testing with the adaptive filter tracker showed instability with the dynamic 
target. To compensate for this problem, the adaptive filters were placed in parallel with a 
PI controller. Recall, that the feedback and hybrid adaptive filters from Chapter IV 
already included a parallel PI controller. Therefore, now all three filter types 
(feedforward, feedback and hybrid) use parallel PI controllers. An example of a parallel 
PI / adaptive filter controller is shown Figure 44 as well as Figure 19 from Chapter IV. 
B. PERFORMANCE METRICS 
The adaptive filter controllers were asked to track a small circle on the target PSD 
while being subjected to the same narrow and broadband disturbances as in Chapter VII. 
The beam tracks a 200 μm radius (or ~ 160 microradian half-angle) circle on the detector 
at a rate of 20 Hz. The tracking signal is created by feeding two 20 Hz sine waves with a 
90 degree phase shift to the two axes of the controller.  
The experiments were conducted with the target sensor in the off-board position 
only. This configuration imitates actual target tracking applications. Each experiment is 
run for 15 seconds, 0-5 seconds is open-loop (or no control). The PI controller turns on at 
t = 5 seconds; and at t = 10 seconds, the adaptive filter controller turns on and runs in 
parallel with the PI controller. 
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1. RMS Track Error 
The primary quantitative performance metric for target tracking is the RMS track 
error. The root-mean-square (RMS) is calculated for the track error or the difference 
between the beam position and the tracking signal (desired position). This value is 
analogous to using the standard deviation in the previous chapter to represent beam 
spread. The RMS error is also plotted against time to compare the performance of the PI 
controller (5-10 seconds) and the adaptive filter controller (10-15 seconds). 
2. Beam Trace Plot 
A beam trace plot is also provided for one of the experiments as a qualitative 
measure of performance. The beam position is plotted on an Axis-1/Axis-2 grid to 
compare the PI controller to the adaptive filter. By tracing a circle for 5 seconds at 20 Hz, 
the beam makes 100 rotations of the 200 μm radius. 
C. TARGET TRACKING EXPERIMENTS 
The results from the target tracking experiments are summarized in Table 11. The 
addition of adaptive filter control, parallel to the PI controller, improved the trackers 
performance in all cases. A PI controller alone achieved 57.8 μm RMS track error while 
tracking the 200 μm radius circle. Adding a feedback or hybrid adaptive filter improved 






Table 11.   Summary of target tracking results 
Figure 45 shows a beam trace plot comparing the PI tracker to the FX-RLS hybrid 
tracker. The figure dramatically demonstrates the improvement of performance achieved 
by using the adaptive filter tracker. Not only does the PI controller trace a different path 
at each revolution, but also the mean path is not circular. The adaptive filter tracker 
closely traces the 200 μm circle. Beam trace plots for the other experiments were very 
similar to Figure 45. 



































Figure 45.   Beam Trace Plot, PI Tracker vs. FX-RLS Hybrid Tracker 
Controller Performance Metrics  
Weight 
Update  















--- --- --- --- --- PI Feedback 57.8 
FX-LMS 0 1-On 45 Off Adaptive Feedforward 47.8 
FX-LMS 1 0 0 Off Adaptive Feedback 7.5 
FX-LMS 1 1-On 30 Off Adaptive Hybrid 7.8 
FX-RLS 0 10-On 45 Off Adaptive Feedforward 51.2 
FX-RLS 50 0 0 Off Adaptive Feedback 5.8 
FX-RLS 10 10-On 30 Off Adaptive Hybrid 5.2 
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The FX-RLS feedback and hybrid controllers achieved slightly better 
performance than FX-LMS. Similar to the Chapter VII results, FX-LMS showed a much 
slower convergence time which is visible in the RMS track error plot in Figures 45 (FX-
LMS) and 46 (FX-RLS). 




















































































This research was conducted as a follow on to research preformed on the JCT by 
Professor Brij Agrawal, Dr. Joseph Watkins, Brett Bateman and Dr. Hyungjoon Yoon [2], 
[3], [4], [13]. In their research, feedforward adaptive filter algorithms that used a single 
off-board PSD reference sensor were developed and successfully tested on the JCT. The 
original inspiration for the present research came when the feasibility of obtaining a fully 
coherent reference signal in a practical beam control application was questioned. The 
goal was to develop feedforward jitter control methods using multiple semi-coherent 
reference signals. As the research progressed, it became another goal of this thesis to 
demonstrate the use of feedback adaptive filter techniques that had previously only been 
studied by other research groups (Professor Gibson at UCLA). An additional objective 
was to apply adaptive filter methods to a target tracking control algorithm. 
In order to implement feedforward jitter control, methods for using multiple 
reference signals in the control law were developed. The reference sensors used (on-
board PSD and accelerometer) were practically attainable in beam control applications. A 
feedback adaptive filter method was introduced that used only the error signal to estimate 
the primary noise source for use as a reference. A hybrid method, which used both 
feedforward and feedback techniques, was also tested. 
In order for this research to be applicable to many beam control systems, the 
computationally economic FX-LMS algorithm and the higher performing FX-RLS 
algorithm were both tested. The JCT was configured with the target sensor both on and 
off the vibration platform to imitate various beam control scenarios. In addition, the 
adaptive filter controllers were tested while tracking both a static target (classical jitter 
control) and a dynamic target (target tracking). 
Due to the complexities of adaptive filter algorithms, mathematical predictions of 
performance are difficult to produce accurately. Experiment on a testbed, like the JCT at 
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NPS, is vital for designing these advanced control techniques. In this thesis, some 
mathematical approximations of performance using optimal Wiener filter theory were 
attempted. These predictions were helpful in choosing the proper accelerometer reference 
signal.  
Experimental results showed that the multi-reference feedforward adaptive filter 
preformed as well as or better than the single reference methods used in previous JCT 
research. The feedback and hybrid adaptive filter techniques had the best overall 
performance. The FX-LMS algorithm measured up very well against the more complex 
FX-RLS method in terms of steady state jitter rejection. The FX-LMS method did, 
however, take much more time to converge to a steady state. 
Adaptive filter methods were successfully demonstrated for tracking a dynamic 
target. The feedback and hybrid controllers had as much as 10 times greater performance 
than a classical PI target tracker. 
In many cases, instability was an issue with the adaptive filters, especially when a 
large DC bias was attempted to be rejected. To increase the stability and overall 
robustness of the controller, a classical PI controller was often used in parallel with the 
adaptive filter. 
B. SUGGESTIONS FOR FUTURE RESEARCH 
 As a result of the research done on the JCT, several other interesting topics of 
study have arisen. These are suggestions for future research: 
 -  Thus far, all controllers on the jitter control testbed have been single-input 
single-output or single channel in adaptive filter terms. Kuo develops methods for multi-
channel adaptive filters in [14] which could be implemented on the jitter control testbed. 
This technique would couple the control between the axes of the CFSM and could 





 -  The adaptive filters in this thesis are all of the transversal filter type. The 
research team at UCLA has primarily studied the more advanced adaptive lattice filter. 
Implementation of this technique on the JCT is needed, as well as a thorough study of its 
performance versus the transversal filter. 
 -  One of the new developments on the JCT during the course of this research was 
the acquisition of a second shaker. This second shaker could possibly be used as a control 
actuator instead of the fast-steering mirror. In fact, the CSA shaker is intended to be used 
as an inertial actuator in active vibration control applications. One shaker could be used 
as a disturbance source while the other attempts to attenuate the motion. Theoretically, 
the same adaptive filter methods can be used for this application. 
 -  The accelerometer used as feedforward reference sensor was always mounted in 
the same location on the testbed. An interesting experiment would be to move the 
location of the accelerometer and observe the controllers performance. It has yet to be 
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APPENDIX:  EQUIPMENT SPECIFICATIONS 
A. NEWPORT FAST-STEERING MIRROR 
 





























B. BAKER FAST-STEERING MIRROR 
 
Figure 53.   Baker Fast-Steering Mirror specifications. From Watkins [3] 
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C. AURA PRO-BASS SHAKER (SHAKER 1) 
 
Figure 54.   Aura Pro Bass Shaker specifications. 
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D. CSA INERTIAL ACTUATOR (SHAKER 2) 
 
Figure 55.   CSA Inertial Actuator specifications. 
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E. KISTLER ACCELEROMETER 
 
Figure 56.   Kistler Accelerometer specifications. 
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Figure 57.   Kistler Accelerometer specifications. 
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F. NEWPORT VIBRATION ISOLATION PLATFORM 
 
Figure 58.   Newport Vibration Isolation Platform specifications. 
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Figure 59.   Newport Vibration Isolation Platform specifications. 
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